


CLEYVMIENR=-IVIINARELLI ENGINEDS

ORDER NOW
By Mail i
$110.00 Complete

We have signed a long time contract
with Minarelli of Haly as exclusive
distributor for their products in

the United States and Canada.
Minarelli small engines, probably the
finest produced anywhere in the
waorid, have a reputation for
dependability, economy, ease of
instatiation and operation. The
2-stroke 50cc 4.8 H.P. engine is
powerful. Feels more like a

90 than a 50cc. EZ to start, EZ

to shift, 4-speed gearbox, left foot
shift with smooth clutch. Complete

engine, gearbox, clutch, ready to install B e
in scooter, minibike, moped, smatl cycle, & :*r\
go-kart or smait auto. Weight complete unit 3}_. R

26 lbs. Engine, gearbox complete unit, ready to £ F
install, inciudes kick starter and foot shift lever, b
tuned muffier and pipe, Deif’Orto carb, and big

alum. alloy cyl. head for fine cooling. Order now

direct by mail. Only $110.00.

MOTORE : Minarelli P 4 « SPORT », cambio a 4 marce, comando a piede.

ENGINE : Minarelli P 4 « SPORT », 4-speed footchange gear-box.

Attention!
MINI BIKE MAKERS!
We have just the unit for you.

Deliveries direct from Los
Angeles, or from factory in

Distributors

large quantities.
State guantities you can use.
We will quote prices and sell
CARATTERISTICHE TECNICHE TECHNICAL DATA you sample to test in your bike.
et going now with the BEST!
Tipo : Monocilindrico a 2 tempi Type : Single cylinder 2-stroke
. Cilindrata : 48,6 cc. Total capacity : 49,6 cc.
Alesaggio : 38,8 mm. Bore : 38,8 mm.
Corsa : 42 mm. Stroke : 42 mm.
Rapporto di compressione: 1:9 Compression ratio : 1:8
Potenza max. 4 HP a 7.000 r.p.m. Power and revolutions : 4 HP at 7,000 r.p.m.
Accensione : Volano magnete 1B W -6V bobina A.T. Ignition : Flywheel magneto 18 W-6V external H.T.
esterna coil
Candela : Gradazione termica 240 (scala Bosch) Sparking plug : Thermic degree 240 (Bosch scale}
Carburatore : DELL’ORTO % VA9 con cometto Carburettor : DELL'ORTO % HERSAED ittt Iitier
ME-18-BS con filtro ME-18-8S with filter
Alimentazione : Miscela « olio-benzina » al 5% d’olio SAE 30 Fuel : Petrol-oil 5% mixture {SAE 30 oll})
Cilindro : in ghisa speciale Cylinder : Special cast-iron
Testa motore : In lega leggera Engine head : Light alloy
Pistone : in lega leggera, con n. 2 anelli tenuta Piston : Special light alloy
Albero motore : Scomponibile, con biella in acciaio speciale, Crankshaft bly : Decomposablie with cting rod in
ruotante su gabbietta a ruflini. special steel, turning on cage with
Frizione : A dischi multipli a bagno d'elio. rolters
Cambla’: a4 sspeart wele cabia Clutch : Multiple discs bathing in oil
1 1:15.22 Gear-box : N. 4 out ratios
2 1: 955 ist 1 : 1522
3 1: 664 2nd 1 : 955
& 1: 530 e e
Pignone rinvio : n. 14 denti per catena sl L
1/27 x 3/16™ ml{okﬁ 775 Final drive sprocket : N. 14 teeths for chain 1/2"" x 3/16" roller
Lubrificazione : Con olic SAE 40, capacitd coppa Kg. 0,700 @ .15
Peso del motore : Kg. 12,5 {a secco) Lubrication : SAE 40 Qil, capacity 0,700 Kg.
Engine weight : 12,5 Kg. {without oil)

FLOYD CLYMER, MOTORCYCLE DIVISION

222 N. Virgil Ave., Los Angeles, California 90004




MISURE D'INGOMBRO E DI FISSAGGIO MOTORE
SIZES AND MEASURES FOR THE ASSEMBLING OF THE ENGINE
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~ Catena 1/2"x3/16"
’ Pignone rinvio Z=-14







